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             Rules 2008  DJBM 
 
 
 
Listed below are the Ski Stock rules and rule changes for 2008. If it doesn’t 
say you can do it here then you cannot do it. It is your responsibility to read 
and understand these rules. The changes listed below are legal for EJSBA 
competition only.  All boats must be completely stock as of the EJSBA Stock 
rules.  
 
Homologation: To receive the homologation to race in EJSBA Racing, a 

production of 100 units of Ski Stock class and 300 of R/A Stock class must be 

produced in and sold to the final user.  

The engines must still meet the weight / power ratio and the maximum cubic 

capacity. 

 
Ski Stock (only)  « 2 Stokes »: 
 
Ski Stock 2 Stokes: 
All boats must be completely OEM (stock), with the exception of the 
following modifications: 

• Jets (Carbs) and any OEM adjustable setting on the carbs 

• Handlebars 

• Handle pole 

• Padding 

• Trigger throttle 

• Intake Grate  

• Impeller 

• Pump cover plate 

• Bumpers 

• One set of sponsons (must receive the agreement of the Tec Director) 

• Aftermarket bilge system 

• Start engine and bendix 

• You can use a “primer kit” 

• You can remove the butterfly from the “Choke” 
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• You can bore your cylinders but only use OEM oversize pistons 

replacements. 

• Crankshaft may be rebuilt using OEM parts only 

• Any valves used within the entire cooling system must be OEM 

• Quick-turn steering modifications to alter the steering ratio are allowed 

• Aftermarket steering cables will be allowed 

• Aftermarket water hoses and fuel line can be use as long as the inside 

diameter has the same dimension as the OEM counterparts. 

• Factory Pipe SXR air temp bypass NOT allowed 

• Aftermarket ECU allowed 

 
Yamaha Superjet 
In the Ski 2 Stokes class, you will be allowed to put the cylinder, piston assembly, 

cylinder head and gaskets from the 760 engine, but not the other parts from the 

RR Kit. 

 
 
Listed below are the Ski Stock rules and rule changes for 2008. If it doesn’t 
say you can do it here then you cannot do it. It is your responsibility to read 
and understand these rules. The changes listed below are legal for EJSBA 
competition only.  All boats must be completely stock as of the EJSBA Stock 
rules.  

 
Ski Stock:  
 
The ratio between BHP and dry weight, claimed by the factory, must be not 
lower than 1:14 
The final power of a Jet is determined by the ratio between the weight and the 

horsepower and not only by the horsepower, how to calculate the ratio: if the 

weight of a Jet is 160 Kg and the horsepower 140, you must divided 160 by 140, 

result is 1:14, if the weight is 132 Kg and the power 140 horse power the result is 

1:06 so this is lower than 1:14, with this ratio you can not enter the “ Ski Stock 

class”.  
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Ski Stock: 
All boats must be completely OEM (stock), with the exception of the 
following modifications: 

• Jets (Carbs) and any OEM adjustable setting on the carbs 

• Handlebars 

• Handle pole 

• Padding 

• Trigger throttle 

• Intake Grate  

• Impeller 

• Pump cover plate (ride plate) 

• Bumpers 

• One pair of sponsons (must receive the agreement of the Tec Director) 

• Aftermarket bilge system 

• Start engine and bendix 

• You can use aftermarket a “primer kit” 

• You can bore your cylinders but only use OEM oversize pistons  

• Crankshaft may be rebuilt using OEM parts only. 

• Any valves used within the entire cooling system must be OEM. 

• Quick-turn steering modifications to alter steering ratio are allowed. 

• Aftermarket steering cables will be allowed. 

• Aftermarket water hoses and fuel line can be use as long as the inside 

diameter has the same dimensions as its OEM counterparts 

Four-Stroke:  
• ECU must be OEM for 4 stroke boats, with the OEM boost pressure. 

• The EJSBA has the right to interchange one OEM ECU to another on all 4-

stroke boats.  

• The EJSBA is permitted to fix a boost pressure manometer or regulator 

before the start of the race on any/every boat they wish to. 

Two-Stroke:  
• Factory Pipe SXR air temp bypass is allowed. 

• You can remove the choke butterflies from the OEM carburettors.  

• Aftermarket ECU’s or ignition box are allowed for all 2 strokes.  

 
Yamaha SuperJet/ SuperJet RR rules for Stock class 
• Yamaha Europe has asked us to update the SJ to the SJ RR and we have 

agreed. 
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• Every owner of a standard Super Jet 701, old or new model, can now 

update their boat to SJ RR model 2006 spec. You will now be allowed to 

run the cylinder, piston kits, cylinder head and gaskets from the 760 “RR” 

specification. We will also allow the use of Rius Racing hull extensions and 

the use of any aftermarket exhaust systems.  

• If a new model of the Yamaha SJ RR comes out in 2008, you will only be 

allowed to update your old SJ to the new spec in 2009. 

• The 760 cylinder, piston kits, cylinder head and gaskets can also be used in 

the Limited class. 

 

 
Ski Limited 
 
Ski Limited :  
The rules are the same as the 2007 IJSBA rule book with the following 
exceptions: 
 
Ski Class: 
The maximum cubic capacity for two strokes and four strokes with Turbo or 

Blower is 900cc, and 1100cc for Naturally Aspirated four strokes. 

Note: These cubic capacity figures are to show the limit size of the class, you 
cannot raise the cubic capacity by changing the sleeves, and you cannot alter 
the stroke. Engines with Hard Chrome or Nicasil must keep the OEM bore.  
Note: The EJSBA has the right to admit into the Limited classes, any new 
model of Ski or R/A that doesn’t reach the requirements to be admitted into 
stock classes. Therefore, the models that cannot race in Stock, can race in 
Limited by only in Stock configuration. (see stock rules).  
 
General rules for Ski and R/A Limited: 

• You can use after market ECU on two strokes and four strokes, but on 

turbo and blower the boost pressure can not be higher than 0.9 Bar 

• No additional input or output allowed on the ECU. 

• The ECU must be for sale in the after market business and every rider 

must have the possibility to buy one if he wishes. 

• The change of the camshaft is allowed on engines “ Naturally 

Aspirated” but no changes to valve springs, spring seats, rockers, and 
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any other parts from the distribution system (this rule is made to limit 

the camshaft to “soft” models. 

• The change of the camshaft OR the fan from the blower is also allowed 

on engines with blowers (not on turbos) but without changes to valve 

springs, spring seats, rockers, and any other parts from the distribution 

system (this rule is made to limit the camshaft to “soft” models. 

• Re-timing of the camshaft is allowed on Naturally Aspirated and Blower 

engines (not on turbos). 

• Size of the intercooler is free 

• The use of an aftermarket charging flywheel is allowed, but the battery 

must be charging. 

• After market engine hoods are allowed, and size of air intake is free, this 

rule is only for 2-Strokes Ski. 

• The use of hull extensions are allowed in all Limited classes. 

• The EJSBA is permitted to fix a boost pressure manometer or regulator 

before the start of the race on any/every boat they wish to. 

• Injectors must be OEM 

• You can use after market pumps. 

• You can increase the cubic capacity (cc) of the engine to the legal limits 

of the class only if the oversized pistons exist directly from the 

manufacturer parts catalogue. 

 

This rule doesn’t mean that you can’t use other kinds of over-sized pistons 
(e.g. ProX) it just means you cannot increase the size of the pistons above the 
capacity of the class (like 800cc in ski stock). 
 
What we wish to avoid is expensive mods to your machine: Some brands use 
“Hard Chrome or Nicasil” on the walls of their cylinders. 
With this kind of technology you don’t bore the cylinder and put oversized 
pistons in. No! You make a new “Hard Chrome or Nicasil” treatment on the 
wall of the cylinder and you put a new “original size” piston back in. 
That’s why you will not find over-sized pistons in the “parts catalogue” from 
engines using this technology. Of course you can bore this kind of cylinder 
bigger, but the problem is that it will be difficult and expensive to find over-
size pistons. High and expensive technology is not the goal of Stock classes, 
that’s why we won’t allow it! 
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Ski G.P. 
 
The capacity for two stroke skis G.P.  is 900cc 

The capacity for four stroke ski G.P. with turbo or blower is 900cc 

The capacity for four stroke Naturally Aspirated is 1100cc 

Only one unit must be produced to receive the homologation. 

The hull, including upper and lower deck are free but must stay within the size 

dimensions of the I.J.S.B.A “Ski Division” rules. 

Sponsons must be IJSBA race legal 

You can use any kind of composite materials 

You can use any kind of engines but it must be based on a homologated “ski or 

R/A engine” 

If you want to make your own engine, this engine must be homologated by the 

EJSBA only for the G.P. classes. 

Full modifications are allowed (crankshaft, cylinders, pistons, crankcases and 

more)  

Numbers of cylinders free 

Minimum weight is 114 kg 

Transmission and pump are free but must stay “inboard” 

Noise limit is 95Db 

The decision from the Technical Director is final about homologation of any G.P. 

ski. 
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Listed below are the Stock rules and rule changes for 2008. If it doesn’t say 
you can do it here then you cannot do it. It is your responsibility to read and 
understand these rules. The changes listed below are legal for EJSBA 
competition only.  All boats must be completely stock as of the EJSBA Stock 
rules.  

 
Runaboat Stock: 

 
Rules for Runaboat Stock: 

About the Stock Classes: The general advice has been to reduce the cost of 

Stock racing and to bring back Stock to Stock. I have received the confirmation 

from many National Associations that they will follow these rules. 

Homologation: To receive the homologation to race in EJSBA Racing, a 

production of 300 units must be sold to the final user. 

Maximum capacity must be less than 2000cc for two strokes and four stroke with 

a turbo or blower, and 2800cc for “natural aspirated” four strokes. 

Note: These cubic capacity figures are to show the limit size of the class, you 
can only rise up the capacities show if you use OEM oversize pistons, and you 
cannot alter the stroke. Engines with Hard Chrome or Nicasil linings must 
keep to the OEM bore size. 
 
The ratio between BHP and dry weight, claimed by the factory, must be not 
lower than 1:17 in R/A Stock (see JSN 1 to calculation the power to weight 

ratio) 

 

The Yamaha HRO, HSR-Benelli Prestige, Sea Doo 255 BPH and all the new 

models will be homologated if the reach a production of 300 units. Because the 

ratios of the above skis are higher than 1:17 they will be homologated in R/A 

Stock. The HSR-Benelli Race will not be homologated in R/A Stock or 
Limited, his ratio his 0.95 
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Runaboat Stock (only) 2 Stokes : 
 
All boats must be completely OEM (stock), with the exception of the 
following modifications: 
 

• Jets (Carbs) and any OEM adjustable setting on the carbs 

• Handlebars 

• Steering System 

• Padding 

• Trigger throttle 

• Intake Grate  

• Impeller 

• Pump cover plate (ride plate) 

• Bumpers 

• One pair of sponsons (must receive the agreement of the Tec Director) 

• Aftermarket bilge system 

• Start engine and bendix 

• You can use aftermarket a “primer kit” 

• You can bore your cylinders but only use OEM oversize pistons  

• Crankshaft may be rebuilt using OEM parts only. 

• Any valves used within the entire cooling system must be OEM. 

• Quick-turn steering modifications to alter steering ratio are allowed. 

• Aftermarket steering cables will be allowed. 

• Aftermarket water hoses and fuel line can be use as long as the inside 

diameter has the same dimensions as its OEM counterparts 

• The ceramic washers on the blower from the Sea Doo post-2008 can be 

changed. 

• The Riva OPAS kit can be used on Sea Doo 

• R&D Powershot fuel injection Tuner is not allowed anymore. 

• Riva in line fuel controller for GP 1300 is not allowed anymore. 

• Aftermarket ECU’s or ignition box are allowed.  
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Runaboat Stock: 
 

All boats must be completely OEM (stock), with the exception of the 
following modifications: 
 

• Jets (Carbs) and any OEM adjustable setting on the carbs 

• Handlebars 

• Steering System 

• Padding 

• Trigger throttle 

• Intake Grate  

• Impeller 

• Pump cover plate (ride plate) 

• Bumpers 

• One pair of sponsons (must receive the agreement of the Tec Director) 

• Aftermarket bilge system 

• Start engine and bendix 

• You can use aftermarket a “primer kit” 

• You can bore your cylinders but only use OEM oversize pistons  

• Crankshaft may be rebuilt using OEM parts only. 

• Any valves used within the entire cooling system must be OEM. 

• Quick-turn steering modifications to alter steering ratio are allowed. 

• Aftermarket steering cables will be allowed. 

• Aftermarket water hoses and fuel line can be use as long as the inside 

diameter has the same dimensions as its OEM counterparts 

• The ceramic washers on the blower from the Sea Doo post-2008 can be 

changed. 

• The Riva OPAS kit can be used on Sea Doo 

• R&D Powershot fuel injection Tuner is not allowed anymore. 

• Riva in line fuel controller for GP 1300 is not allowed anymore. 

 

 
Four Strokes: 
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• The ECU unit must be OEM and you must keep the OEM boost 

pressure on Turbo or Blower. 
• The EJSBA has the right to interchange one OEM ECU to another on all 

4-stroke boats.  

• The EJSBA is permitted to fix a boost pressure manometer or regulator 

before the start of the race on any/every boat they wish to. 

Two Strokes: 
• Aftermarket ECU’s or ignition box are allowed for all 2 strokes.  

 

 
Runaboat Limited 
 
The rules are the same as the 2007 IJSBA rule book with the following 
exceptions: 
 

Runaboat Limited Class: 
Maximum capacity must be less than 2000cc for two strokes and four stroke with 

turbo or blower, and 2800cc for “natural aspired” 

Note: These cubic capacity figures are to show the limit size of the class, you 
cannot raise the cubic capacity by changing the sleeves, and you cannot alter 
the stroke. Engines with Hard Chrome or Nicasil must keep the OEM bore.  
 
Note: The EJSBA has the right to admit into the Limited classes, any new 
model of Ski or R/A that doesn’t reach the requirements to be admitted into 
stock classes. Therefore, the models that cannot race in Stock, can race in 
Limited by only in Stock configuration. (see stock rules).  
 
General rules for Ski and R/A Limited: 

• You can use after market ECU on two strokes and four strokes, but on 

turbo and blower the boost pressure can not be higher than 0.9 Bar 

• No additional input or output allowed on the ECU. 

• The ECU must be for sale in the after market business and every rider 

must have the possibility to buy one if he wishes. 

• The change of the camshaft is allowed on engines “ Naturally 

Aspirated” but no changes to valve springs, spring seats, rockers, and 

any other parts from the distribution system (this rule is made to limit 

the camshaft to “soft” models. 
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• The change of the camshaft OR the fan from the blower is also allowed 

on engines with blowers (not on turbos) but without changes to valve 

springs, spring seats, rockers, and any other parts from the distribution 

system (this rule is made to limit the camshaft to “soft” models. 

• Re-timing of the camshaft is allowed on Naturally Aspirated and Blower 

engines (not on turbos). 

• Size of the intercooler is free 

• The use of an aftermarket charging flywheel is allowed, but the battery 

must be charging. 

• After market engine hoods are allowed, and size of air intake is free, this 

rule is only for 2-Strokes Ski. 

• The use of hull extensions are allowed in all Limited classes. 

• The EJSBA is permitted to fix a boost pressure manometer or regulator 

before the start of the race on any/every boat they wish to. 

• Injectors must be OEM 

• You can use after market pumps. 

• You can increase the cubic capacity (cc) of the engine to the legal limits 

of the class only if the oversized pistons exist directly from the 

manufacturer parts catalogue. 

 

This rule doesn’t mean that you can’t use other kinds of over-sized pistons 
(e.g. ProX) it just means you cannot increase the size of the pistons above the 
capacity of the class (like 800cc in ski stock). 
 
What we wish to avoid is expensive mods to your machine: Some brands use 
“Hard Chrome or Nicasil” on the walls of their cylinders. 
With this kind of technology you don’t bore the cylinder and put oversized 
pistons in. No! You make a new “Hard Chrome or Nicasil” treatment on the 
wall of the cylinder and you put a new “original size” piston back in. 
That’s why you will not find over-sized pistons in the “parts catalogue” from 
engines using this technology. Of course you can bore this kind of cylinder 
bigger, but the problem is that it will be difficult and expensive to find over-
size pistons. High and expensive technology is not the goal of Stock classes, 
that’s why we won’t allow it! 
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Runaboat GP 
 
The capacity for two stroke R/A G.P. is 2000cc 

The capacity for four stroke R/A G.P. with turbo or compressor is 2000cc 

The capacity for four stroke Naturally Aspirated is 2800cc 

Only one unit must be produced to receive the homologation. 

The hull, including upper and lower deck are free but must stay within the size 

dimensions of the I.J.S.B.A “R/A Division” rules. 

Sponsons must be IJSBA race legal 

You can use any kind of composite materials 

You can use any kind of engines but it must be based on a homologated “ski or 

R/A engine” 

If you want to make your own engine, this engine must be homologated by the 

EJSBA only for the G.P. classes. 

Full modifications are allowed (crankshaft, cylinders, pistons, crankcases and 

more)  

Numbers of cylinders is free 

Minimum weight is 216 kg for two stroke and 270 kg for four stroke 

Transmission and pump are free but must stay “inboard” 

Noise limit is 95Db 

 

The decision from the Technical Director is final about homologation of any G.P.  

R/A 
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Sports Class : 
 
Sports Class Limited: 
 
Vorgaben entsprechend der Klasse Runaboat Limited. 

 

Folgende Jetboote sind in dieser Klasse zugelassen: 

 

- Yamaha Blaster 1, 2, 3 

- Seadoo HX 

- Seadoo SPX und XP bis 720ccm 

 

 

Sports Class offen: 
 
Vorgaben entsprechend der Klasse Runaboat „GP“. 

 

Maximale Breite 102cm. 

Mindestgewicht nicht unter vergleichbarem Serienfahrzeug. 

Es sind keine aufgeladenen Motoren zulässig. 

 

Folgende Jetboote sind in der Klasse ohne eventuelle Breitenänderung 

zugelassen: 

 

- Polaris 785 

- Seadoo SPX und XP 

 

 

 


